
McDry for
Optoelectronics

Exclusive distributor in Europe

Ultra-low humidity storage for
✓LEDs,
✓OLEDs,
✓optical devices,
✓capacitors and 

solar cell materials



Ultra-Low Humidity Storage Cabinets
for Optoelectronics Industry

McDry provides ultra-low humidity storage solutions, 
maintaining an environment of 1%RH or less. This 
helps protect moisture-sensitive LEDs, OLEDs, 
optical sensors, capacitors, perovskite solar cells, 
and semiconductor components from moisture-
related degradation, supporting stable production 
quality, reliable performance, and long-term storage.

Key Features of McDry
01 Ultra-Low Humidity Maintenance (≤1%RH)

Helps prevent moisture absorption in LEDs, OLED materials, optical 
components, capacitors, and related electronic parts.

02 ESD-Safe Design
Compliant with IEC 61340-5-1 standards, protecting electrostatic-sensitive 
optoelectronic and semiconductor devices.

03 Automatic Dehumidification System
No nitrogen purge required in standard operation, helping reduce operating and 
maintenance costs.

04 Wide Product Range
Suitable for optoelectronics manufacturing lines, cleanroom support areas, 
R&D laboratories, inspection, and long-term storage.

≤1%RH

Automatic dehumidification / ESD-safe storage
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DXU-1001A

LED Lighting Components Flexible Solar Cell Materials

All Models ≤1%RH

Dry Cabinet Pioneer

Low Running Cost

Reduced Downtime Risk



Optoelectronics Industry Applications

LEDs, OLEDs and Organic EL Components
(Display modules, lighting devices, flexible OLED materials, and related 
assemblies)

Optical Sensors and Laser Components
(Photodiodes, image sensors, laser diodes, optical modules, and 
precision assemblies)

Perovskite and Solar Cell Materials
(Sensitive films, substrates, electrodes, encapsulation parts, and 

research samples)

Capacitors and Moisture-Sensitive Electronic Parts
(Electrolytic capacitors, film capacitors, IC packages, and mounted 
PCB assemblies)

Moisture-Controlled Storage Between Processes
(Temporary storage before assembly, bonding, coating, sealing, or 
inspection)

R&D, QA and Long-Term Sample Storage
(Prototype devices, reference samples, failure analysis items, and 
reliability test samples)



Seika Sangyo GmbH

Wahlerstrasse 10

40472 Düsseldorf, Germany

TEL: +49 (0)211 41 58 - 0

Email: sales-d2@seika-germany.com

Website: https://mcdry-de.com/en
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